Configuration of D-Link Wireless N300 ADSL2+ Router
Model DSL-2750U

Step-1

Open the router page http://192.168.1.1

You will get screen as below

[} ADSL Router --Dlink x WY

€ = C |[}192.168.1.1/cgi-bin/webproc Qe =

Product Page: DSL-2750U Firmware Version:IN_1.08

Input username and password

Username : | admin v
] B

) Remember my login info. en this computer
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Step-2
Enter Username :- admin Password :- admin
Click Login button

You will get screen as below



[ ADSL Router

€ - C |[3192.168.11/cgi-bin/webproc?getpage=html/index.html&errorpage=html/main.html&varlanguage=en_us&varmenu=setup&var.page=wizard Qe =

Product Page: DSL-2750U Firmware Version:IN_1.08

]

ADVANCED MANAGEMENT

Internet Setup
Wireless

Local Network

Time and Date

Logout

BROADBAND

Step:-3
Click on SETUP

Click Internet Setup

‘You can set up the Internet connection through either of the two ways: Web-based InternetConnection Setup Wizard; Manual setup

For manual setup, you need to have the connection settings provided by your ISP.

INTERNET CONNECTION WIZARD

This wizard assists you to quickly connect the new router to the Internet, through step-by-step instructions. Click the button
below to begin.

Setup ard

Note: Before launching the wizard, please ensure that you have correctly followed the steps outlined in the Quick Installation
Guide corresponds to the router.

Copyright @ 2013-2015 D-Link Systems, Inc.

You will get screen as below



[ ADSL Router

€ - C |[3192.168.11/cgi-bin/webproc?getpage=html/index.html&errorpage=html/index.html&varmenu=setup&var:page=wancfg Qe =

Product Page: DSL-2750U Firmware Version:IN_1.08

ADVANCED MANAGEMENT

Internet Setup Choose "Add", "Edit", or "Delete" to configure WAN interfaces.

Local Network

VPI/VCI VLAN ID ENCAP Service Name Protocol State Status Backup3G Action

Time and Date

Logout

BROADBAND
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Click on Add button

You will get screen as below



In this pag, you can configur an ATM PVC identfier (VPI and VCI) and select a service category.

wp oo
VCT: (32-65535)
Service Catgory:
Peak CellRate: [0 |(celss)
|

ble Cell Rate :

—— |

CONNECTTON TYPE
Protocol : | Bridaing ¥

ion Mode: | LLC v

B02.1QVLANID: (0 = disable, 1-4094)
oty = J0-»

Firewall Enable: ¥

Enable Proxy Ap

Enable Bridge Service : ¥/

ServieMame: OO0 |

Step:-5

Change the value of PVCO, VPI 0 & VCI 32

Select Protocol as PPP over Ethernet

PPP Username as Customer’s Telephone No. suffix @a in case of Crystel
PPP Password as Customer’s CA No.

Confirm PPP Password as Customer’s CA No.

Click Apply button.

You will get screen as below-



Product Page: DSL-2750U

ADVANCED MANAGEMENT

Internet Setup Choose "Add", "Edit", or "Delete" to configure WAN interfaces.

Wireless

Local Network

VPI/VCI VLANID ENCAP Service Name Protocol State Status Backup3G Action

® 032 0 LG PVC:0/32 PPPOE 1 Disconnected 1

Time and Date

Logout

BROADBAND
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Step:- 6
To Inser DNS value in Router
Click on ADVANCED

You will get sceen as below-



[ ADSL Router

€ - C |[3192.168.11/cgi-bin/webproc?getpage=html/index.html&varmenu=advanced&var:page=wadvance Qe =

Product Page: DSL-2750U Firmware Version:IN_1.08

ADVANCED MANAGEMENT
PR ANCED WIRELESS ANCED SETTINGS

AR ‘You can configure advanced features of the wireless LAN interface.

Advanced Seftings
3G Configuration 'ANCED WIRELESS AC FILTERING

Parental Control

‘You can configure wireless firewall by denying or allowing designated MAC addresses.
Filtering Optior

MAC Filtering
QoS Configuration

Firewall Settings
=z 'ANCED WIRELESS ECURITY SETTINGS

You can configure security features of the wireless LAN interface.

Dynamic DNS

Network Tools ity L

'ANCED WIRELESS PS S|

Schedules
‘You can configure the wireless WPS,

WPS Setting

M|

)
R 9/24/2015

Click on DNS
Select Use the following DNS Addresses

You will get screen as below-



[ ADSL Router

€ - C |[3192.168.11/cgi-bin/webproc?getpage=html/index.html&varmenu=advanced&var:page=dns

Product Page: DSL-2750U Firmware Version:IN_1.08

Advanced Wireless

Port Forwarding

3G Configuration
Parental Control
Filtering Optior
QoS Configuration

Firewall Setti

Dynamic DNS

Network Tools

Schedules

Click on Apply button

Step:-7

ADVANCED MANAGEMENT

Click "Apply" to save the configuration. If you want to make the DNS effective immediately, Please ensure that the WAN connection
is the default gateway connection. You can change the default gateway connection in the "Advanced->routing->default gateway"
page./p>

DNS SERVER CONFIGURATION
Wan Connection : | PVC:0/32 ]
@ Obtain DNS server address automatically

@ Use the following DNS server addresses

Primary DNS server : | 59 185 3,10

Secondary DNS server : | 5g 135 3. 12

Save the configuration of Modem

Click on MANAGEMENT

CLICK on Reboot

You will get screen as below-




[ Reboot x —

4 C' | [1 192.168.1.1/cgi-bin/webproc

Jo)

MDO NOT INTERRUPT THIS!!!

Firmware rebooting....... , please wait for the
process

320aM | |
9/24/2015 |

< &R E DG

After 2 Minutes You will get internet.
Congratulation.

Thanking you

DE BB HD

MTNL MUMBAI

Wireless Setting

Click on SETUP then Wireless

You will get screen as below-



' [ ADSL Router
€ - C |[3192168.1.1/cgi-bin/webproc?getpage=html/index.html&varmenu=setup8varpage=wireless Qyy =

ADVANCED MANAGEMENT

'WIRELESS SETTINGS - WIRELESS BASIC

Cenfigure your wireless basic settings.

WIRELESS IGS - WIRELESS SECURITY

Coenfigure your wireless security settings.

Local Network

Time and Date

Logout

Wireless Security

BROADBAND
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Click on Wireless Security

You will get screen as below-



Wizard

Internet Setup In this page, you can configure the wireless security settings for the router. Please note that changes made in this page must also

be duplicated to your wireless clients and PC.

Local Network

WIRELESS SECURITY MODE

To protect your privacy, you can cenfigure wireless security features. The device supports 3 wireless security medes including:
WEP, WPA, and WPA2. WEP is the original wireless encryption standard. WPA and WPA2 provide higher levels of security.

e Security Mode : | WPAZ only v
WPA Encryption : | TKIPIAES 7

Select WPA or WPA2 to achieve a balance of strong security and best compatibility. This mode uses WPA for legacy clients
while maintaining higher security with stations that are WPA2 capable. The strongest cipher that the client supports is used. For
the highest security, select WPA2 Only. This mode uses AES (CCMP) cipher and legacy stations are not allowed to access with
WPA security. For maximum compatibility, select WPA Only. This mode uses TKIP cipher. Some gaming and legacy devices
work only in this mode.

To achieve better wireless performance, selectWPA2 Only (which uses AES cipher).
WPA-PSK does not require an authentication server. The WPA option requires an external RADIUS server.
WPA Mode : | WPA2-PSK v

Group Key Update Interval : ID

PRE-SHARED KEY

Pre-Shared Key :

Remember your SSID and the security key as you will need to configure the same settings on your wireless devices and PC.

P
335AM |
9/24/2015

2

Delete the existing password under Pre-Shared Key and
Enter minimum 13 characters/alphabets /signs as password

Click Apply button.

Save the configuration of Modem
Click on MANAGEMENT

CLICK on Reboot

(o]



